
Test method

(IPC TM-650)

Tg (DMA) 2.4.24.4 DMA ℃ 250

Td 2.4.24.6 TGA 5% Loss ℃ 380

T-288 2.4.24.1 TMA min >120

CTE X, Y ( a1 / a2 ) 2.4.24.5 TMA ppm/℃ 11/13

CTE Z ( a1 / a2 ) 2.4.24.5 TMA ppm/℃ 20/90

Thermal conductivity ASTM E 1461 W/m·k 0.7

Storage modulus 2.4.24.4 DMA GPa 29

Peel strength 2.4.8C As Received / VLP
Toz

Kgf/cm 0.8

Doosan DS-7409 HG (KQ) Data Sheet

Item Condition Unit DS-7409 HG (KQ)

Thermal properties

Mechanical properties

Toz

Dielectric constant(Dk) 2.5.5.13 1GHz 3.5

Dissipation factor(Df) 2.5.5.13 1GHz 0.003

Surface resistance 2.5.17A As Received ℃ 5*107

Volume resistance 2.5.17A As Received ℃ 109

Water Absorption (D-
24/23)

2.6.2.1A D-24/23 % 0.2

Water Absorption (D-
2/100)

- D-2/100 % 0.3

Flammability UL-94 V-0

Electrical properites

Others

*Dk, Df based on R/C 70% www.ipcb.com
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